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EL080-2412-07 DC/DC converter 12V 7A

Product code: 150.04.2412.007.0

Product description:

EL080-2412-07 is a compact, reliable and powerful DC/DC converter, based on switch-mode technology,
providing high efficiency and small dimensions.

ELO8O series is specifically designed for alarm, security and telecom market and may be used for a variety of
applications where stable and safe operation is needed.

ELO8O0 series provides accurate regulated output voltage over a wide range of input voltage and can operate over
an ambient temperature range of -30°C to +60°C. DC/DC converters are fully protected against short circuit and
overheating, making ELO80 series very reliable. For the output and input circuits, a 6-pole pluggable screw
terminal is used for connecting up to 2.5mm2 cable. Operating status is indicated by LEDs in the front. The unit is
suitable for standard DIN rail TS35 mounting, and bracket is included.

Specifications:

Input voltage 20 - 45V DC

Output voltage 12v DC

Nominal output power >7A (protected with current limiting).
Ripple and noice 120mV p-p

Regulation <2% at 0-100% load

Protection: Short circuit, overvoltage and overload.
Input 1 circuit (pluggable connector)

Output 2 circuit (pluggable connector)
Connection Screw terminals >2.5 mm?

LEDs 2 pcs (indicates input and output voltage ok)
Dimensions 78x63x34 mm (WxDxH)

Weight 150 g

Mounting DIN rail TS35, mounting bracket included.
Operation - 30°C + 60°C
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Connections:

Pluggable screw terminals

Input voltage
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Output, two circuits

Green LEDs.
Indicates input and output voltage ok
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Approvals:

Safety: EN62368-1

EMC: EN55032 og EN61000 c €
The product is CE marked.
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